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The conductive properties of individual self-assembled GeSi quantum dots (QDs) are investigated by conductive
atomic force microscopy on single-layer (SL) and bi-layer (BL) GeSi QDs with different dot densities at room
temperature. By comparing their average currents, it is found that the BL and high-density QDs are more
conductive than the SL and low-density QDs with similar sizes, respectively, indicating the existence of both vertical
and lateral couplings between GeSi QDs at room temperature. On the other hand, the average current of the BL
QDs increases much faster with the bias voltage than that of the SL QDs does. Our results suggest that the QDs’
conductive properties can be greatly regulated by the coupling effects and bias voltages, which are valuable for
potential applications.
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Self-assembled semiconductor quantum dots (QDs) have
been intensively studied over past decades due to their
great importance for both fundamental physics and de-
vice applications [1-3]. As the efficiency of single-layer
QDs is relatively low, vertically aligned multilayer QDs
are often adopted for practical applications [3-6]. By
repeating dot layers separated by spacer layers with a
few nanometers in thickness, a more homogeneous size
distribution could be achieved, simultaneously with
novel physical properties induced by coupling [7,8]. The
coupling effects between the vertically aligned QDs have
been investigated by various macroscopic techniques
such as photoluminescence (PL) and admittance spec-
troscopies [6,8-13], which are found to be strongly
dependent on the thickness of the spacer layer. On the
other hand, both high-density QDs and QD molecules
have attracted a lot of interests for their potential appli-
cations [3,14], where the lateral couplings between adja-
cent QDs significantly modify the QDs’ properties. The* Correspondence: xjyang@fudan.edu.cn
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in any medium, provided the original work is plateral coupling effects have also been studied, mainly by
macroscopic techniques such as PL spectroscopies
[15,16]. Due to the large scattering in QDs’ size, separ-
ation, or composition distribution, the quantum proper-
ties of coupled QDs obtained by the macroscopic
methods would be greatly weakened or eliminated by
the averaging effects. Up to now there are only a few
microscopic studies performed by STM on InAs [17]
and PbSe [18,19] QD clusters recently. In these studies,
current–voltage characteristics were found to vary with
the dot number in the cluster, indicating the existence of
lateral coupling.
Thus the coupling effects between individual QDs
from a microscopic viewpoint have been scarcely investi-
gated, let alone the modification of the electrical proper-
ties induced by the coupling effects. In this letter, we
will employ conductive atomic force microscopy
(CAFM) to study the conductive properties of individual
GeSi QDs influenced by the QDs’ vertical and lateral
couplings at room temperature. CAFM has already been
applied to study the conductive properties of individual
quantum structures [20-24], but it has rarely been ap-
plied to study the coupling effects between individualn Open Access article distributed under the terms of the Creative Commons
g/licenses/by/2.0), which permits unrestricted use, distribution, and reproduction
roperly cited.
Figure 1 Tapping mode AFM images of four samples. (a) Single
layer/low dot-density sample A, (b) bilayer/low dot-density sample B,
(c) single layer/high dot-density sample C, and (d) bilayer/high dot-
density sample D. All samples have two types of QDs, and the
average sizes of both large and small QDs of the low dot-density
samples (A and B) are larger than those of the high dot-density
samples (C and D), respectively.
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individual single-layer (SL) and bi-layer (BL) GeSi QDs
with different dot densities are investigated by CAFM.
Both the vertical coupling between BL QDs and the lat-
eral coupling between densely-packed QDs are found to
exist at room temperature, which significantly increase
in the QDs’ conductance.
Methods
The GeSi QDs used for CAFM measurements were fab-
ricated by molecular beam epitaxy on the p-type Si (100)
substrate (1 ~ 10 Ω cm). The Si wafers were chemically
cleaned by the Shiraki method, and the thin protective
oxide was desorbed at 1000°C in ultrahigh vacuum. SL
samples A and C were prepared by depositing a 2.9 and
3.4 nm Ge on a 100 nm thick Si buffer layer at the
temperature of 640°C, respectively. BL samples B and D
were fabricated by depositing another 2.9 and 3.4 nm Ge
on samples of A and C respectively, with a 5 nm Si act-
ing as the spacer layer. In previous studies [13,25], the
GeSi QDs separated by a 5 nm Si spacer layer were
found to exhibit vertical coupling effects. The topog-
raphy and current measurements were carried out with
a commercial AFM equipment (MultiMode V, Bruker
Nano Surfaces Division, Santa Barbara, CA, USA) at
room temperature. The topographic images of GeSi QDs
were obtained by AFM in tapping mode, while their
conductive properties were measured by CAFM in con-
tact mode. In CAFM measurements Pt-coated Si tips
were used, and the bias voltage was applied to the sub-
strate while the tip was grounded. Before each measure-
ment, the samples were dipped in diluted HF solution
for 30 s to remove the oxide layer and to obtain a
hydrogen-terminated surface. To sufficiently reduce the
influence of local anode oxidation, the current images
were measured at negative sample biases and all
experiments were performed in a flowing nitrogen
atmosphere.
Results and discussion
The topographic images of the four samples are shown
in Figure 1. It can be found that the topographic images
of samples A and B (Figures 1 (a) and (b) respectively)
are similar, which have two types of QDs. Both large
QDs of 50 ~ 70 nm in diameter and small QDs of
30 ~ 50 nm in diameter are observed on samples A/B,
except that the density of the large QDs on sample B is
higher than that on sample A. On the other hand, the
topographic images of samples C and D (Figures 1 (c)
and (d) respectively) are also similar, which have two
similar types of QDs: large QDs with the diameters of
40 ~ 50 nm and small QDs with the diameters of
20 ~ 30 nm. As the sizes and densities of the QDs are
fluctuated, the average sizes of each type of QDs arecalculated by doing statistics over a large number of the
corresponding QDs, while their densities are obtained by
averaging the dot numbers counted from different
images. The statistical results of diameters, heights and
densities of both large and small QDs of the four sam-
ples are listed in Table 1. It can be obtained that samples
C/D have higher dot-density but smaller dot-size than
samples A/B.
The conductive properties of all samples are measured
by CAFM at different sample biases. The current images
measured on samples A (SL) and B (BL) at the bias volt-
age of −0.5 V are shown in Figure 2, together with their
corresponding topographic images. For both samples,
large current is measured on the QDs compared with
the wetting layer, indicating that the QDs are more con-
ductive than the wetting layer. In addition, the current
measured on large QDs are larger than that measured
on small QDs, which means that, the current increases
with the dot size. Similar phenomenon was observed by
Tanaka et al. on InAs QDs [26], where they found the
conductance on InAs QDs were larger than that on the
wetting layer and attributed it to the band lowering ef-
fect by surface states on the InAs QDs. As our results of
GeSi QDs are very similar to that of InAs QDs, we ap-
plied the above concept to explain why the GeSi QDs
are more conductive than the wetting layer, and why the
larger QDs are more conductive by the assumption of
the larger band lowering effects on larger QDs. By com-
paring the current images of samples A and B (Figures 2
Table 1 The statistical results of dot diameters, heights and densities for four samples
Samples Layers Dot diameter (nm) Dot height (nm) Dot density(/cm2)
Large dot Small dot Large dot Small dot Large dot Small dot
Sample A 1 64 ± 5 40 ± 7 6.6 ± 0.8 1.5 ± 0.4 (1.2 ± 0.3) ×
109
(1.2 ± 0.5) ×
1010
Sample B 2 73 ± 6 38 ± 8 8.8 ± 0.6 2.4 ± 0.6 (3.9 ± 0.5) ×
109
(1.2 ± 0.5) ×
1010
Sample C 1 44 ± 6 27± 7 5.2 ± 0.7 1.5 ± 0.5 (2.0 ± 0.4) ×
109
(6.4 ± 0.9) ×
1010
Sample D 2 47 ± 6 26± 8 5.0 ± 0.9 1.4 ± 0.5 (2.0 ± 0.4) ×
109
(7.8 ± 1.0) ×
1010
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current of the BL QDs is much larger than that of the
SL QDs with similar sizes. The typical current profiles of
single small QDs for SL and BL samples (marked by cir-
cles) are plotted in Figures 2 (c) and (f ), respectively, to-
gether with their corresponding height profiles. It can be
seen that the sizes of the two QDs are similar (~ 50 nm in
diameter and ~1.8 nm in height), but the current values of
the BL QD are about two times that of the SL QD. For
large QDs (profiles are not shown here), it can be found
that the current values of the BL QDs are also larger than
their SL counterparts. Thus the BL QDs are much more
conductive than the SL QDs, for both large and small QDs.
The same conclusion could be drawn by comparing
the conductive results of high-density samples C (SL)
with D (BL), which are shown in Figure 3. From the
current images of samples C and D (Figures 3(b) and 3
(e) respectively), it could be found that the BL QDs areFigure 2 Topography and current images of sample A/B with height
of SL sample A (a, b) and BL sample B (d, e) with low dot densities. The he
sample B are plotted in (c) and (f), respectively. It shows that the two mark
times larger than that of the SL QD.also more conductive than the SL QDs, for both large
and small QDs. A better comparison can be achieved in
the height and current profiles of single typical small
QDs for SL and BL samples as shown in Figures 3(c)
and 3(f ) respectively. The current values of the BL QD
are larger than those of the SL QD with the similar size,
where the current on a large part of the BL QD is satu-
rated due to the measurement limitation.
To sum up, our results indicate that the BL QDs are
more conductive than SL QDs with similar size for both
low and high dot densities, but the origin is not clear
yet. In CAFM measurements, as the area of the current
flow increases fast along the current path, the major
contribution to the current is the certain surface region
which contacts with the tip. Hence without the vertical
coupling, the second-layer QDs will not influence the
current. Therefore a possible mechanism is assumed in
terms of the tunneling effects between the coupled QDs.and current profiles of small QDs. Topography and current images
ight and current profiles of the marked small QDs of sample A and
ed QDs have similar sizes, but the current of the BL QD is about two
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contribute to the electron tunneling would be larger
than those of the single QD. Thus the QDs in the sec-
ond layer can contribute to the conductance through the
vertical coupling, which makes the QDs in the first layer
more conductive.
On the other hand, the influence of QDs’ density on
their conductive properties is also concerned. By compar-
ing the current images of different-density SL samples
(Figures 2(b) and 3(b)) and BL samples (Figures 2(e) and 3
(e)), it is found that the higher the dot density, the larger
the average current of the QDs with similar sizes. It should
be mentioned that the influence of current by the QD’s
density is not as significant as that by the layer effect. The
possible reason may be due to the differences of the QDs’
size, where the sizes of both the large and small QDs of
higher-density samples C/D are smaller than those of the
lower-density samples A/B, respectively. As the current of
QDs decreases with the dot size decreasing, the increase
of the current with dot density will be hindered by the de-
crease of dot size. Nevertheless, it can still be found that
the average current of QDs with high dot-density is larger
than that of the QDs with low dot-density, for both large
and small QDs and for both SL and BL QDs. As the
current measured by CAFM only comes from the contact
area between the tip and its beneath surface and the con-
tact area is smaller than the area of a single QD, the nearby
dots will not influence the measured current without the
lateral coupling. Thus our results indicate the existence of
the lateral coupling between the closely packed QDs at
room temperature, which increases the QDs’ conductance.
It should be mentioned, though the dot-density of theFigure 3 Topography and current images of samples C/D with height
of SL sample C (a, b) and BL sample D (d, e) with high dot densities. The h
sample D are plotted in (c) and (f), respectively. It shows that the BL QD halarge QDs on sample C/D is not large enough for coup-
ling, the large QDs can still couple with the small nearby
QDs, which can also increase their conductance. Similar
lateral coupling effects have been observed on InAs or
PbSe QD clusters by STM [16-19]. The measured current
was found to increase with the dot number, which was
interpreted by the increasing of tunneling path when QDs
were closely packed. Our results are consistent with the
STM observations, thus the above interpretation can be
adopted to explain our results. For high-density QD sam-
ples, the conductive path between the tip and the sample
increases, i.e. electron tunneling between lateral coupled
QDs, resulting in the increased conductance.
In addition, the influences of inter-dot coupling on the
QDs’ conductance are investigated as a function of bias
voltage. The bias dependencies of the average current,
which is deduced from the peak current in the histo-
gram of current magnitude by calculating over a number
of QDs with similar sizes, are shown in Figure 4. By
comparing the results of the large and small QDs of
sample A with those of sample B, it can be found that
the average current values of BL QDs are larger than
those of their corresponding SL QDs at all biases, for
both large and small QDs (Figures 4(a) and 4(b) respect-
ively). Additionally the increased ratio of BL QDs to SL
QDs increases with the bias voltage, resulting in signifi-
cant increases of the conductance for BL QDs at large
biases. For example, the average current of large and
small QDs of the BL sample is about 17 and 21 times of
their corresponding SL ones at −2 V, respectively. Simi-
lar increases of the conductance for BL QDs over SL
QDs are observed on the high-density samples C/D, forand current profiles of small QDs. Topography and current images
eight and current profiles of the marked small QDs of sample C and
s smaller size but larger current than the SL QD.
Figure 4. The obtained average current as a function of bias voltage. (a) Large QDs of samples A/B, (b) small QDs of samples A/B, (c) large
QDs of samples C/D, and (d) small QDs of samples C/D.
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ively). For example, the increased ratio of BL QDs to SL
QDs at −2.6 V is about 3 and 5 times for large and small
QDs, respectively.
On the other hand, the increase of the conductance by
the dot density can be observed on SL QDs of samples A/C.
By comparing the averaging currents of large QDs (sample
A in Figure 4(a) and sample C in Figure 4(c)), as well as
those of small QDs (sample A in Figure 4(b) and sample C
in Figure 4(d)), the current increased ratios of high-density
QDs (sample C) to low-density QDs (sample A) also
increased with the bias voltage, which are about 6 and 4
times at −2 V for large and small QDs respectively. By con-
sidering the size effect, the increased ratio should be even
larger. For BL samples B/D, however, the increase of con-
ductance by dot density could not be observed, for both
large QDs (Figures 4(a), (c)) and small QDs (Figures 4(b),
(d)). The reason is not clear yet, which may be due to the
already existed vertical coupling between BL QDs. The large
increase of QDs’ conductance at large biases should be an
exciting result, as it suggests that the coupled QDs’ conduct-
ive properties can be greatly regulated by bias voltage, which
should be valuable for applications. The bias dependence of
the conductance of individual QDs has been investigated in
our previous paper [27]. It was found that the QDs’ current
increases much faster with the bias than the wetting layer,
which was attributed to the discrete energy levels of QDs.
With the similar concept, the larger bias-dependence of the
conductance of the coupled QDs may be also attributed to
the energy levels of the coupled QDs.Conclusions
In summary, the influences of both the vertical and lateral
couplings on the conductive properties of individual GeSi
QDs are studied by CAFM at room temperature. By com-
paring the current images of SL and BL QDs with differ-
ent dot densities, it could be found that for the QDs with
similar sizes, the BL QDs are much more conductive than
the SL QDs for both low and high dot densities, and the
high-density QDs are more conductive than the low-
density QDs for both SL and BL samples. In addition, the
average current of the BL QDs increases much faster with
the bias voltage than the SL QDs, resulting in large con-
ductance increases of BL QDs over SL QDs at large biases.
From the above results, we suggest that both the vertical
and lateral couplings between individual GeSi QDs exist
at room temperature, which significantly enhance the
QDs’ conductance.
Competing interest
The authors declare that they have no competing interests.Authors’ contributions
YFZ carried out the experiments. FFY participated in the CAFM
measurements. JHL prepared the samples. YFZ and XJY interpreted the
results and wrote the manuscript. ZMJ participated in sample preparation
and helped in manuscript preparation. All authors read and approved the
final manuscript.Acknowledgments
This work was supported by the special funds for Major State Basic Research
Project of China (No. 2011CB925601) and the National Natural Science
Foundation of China (Grant number 10874030).
Zhang et al. Nanoscale Research Letters 2012, 7:278 Page 6 of 6
http://www.nanoscalereslett.com/content/7/1/278Received: 4 November 2011 Accepted: 7 May 2012
Published: 31 May 2012References
1. Yakimov AI, Dvurechenskii AV, Nikiforov AI: Germanium Self-Assembled
Quantum Dots in Silicon for Nano- and Optoelectronics. J Nanoelectron
Optoe 2006, 1:119–175.
2. Wu J, Shao D, Dorogan VG, Li AZ, Li S, DeCuir EA Jr, Manasreh MO,
Wang ZM, Mazur YI, Salamo GJ: Intersublevel infrared photodetector with
strain-free GaAs quantum dot pairs grown by high-temperature droplet
epitaxy. Nano Lett 2010, 10:1512–1516.
3. Kiravittaya S, Rastelli A, Schmidt OG: Advanced quantum dot
configurations. Rep Prog Phys 2009, 72:046502.
4. Krasilnik ZF, Novikov AV, Drozdov N, Lobanov DN, Kudryavtsev KE,
Antonov AV, Obolenskiy SV, Zakharov ND, Werner P: SiGe nanostructures
with self-assembled islands for Si-based optoelectronics. Semicond Sci
Technol 2011, 26:014029.
5. Schmidbauer M, Seydmohamadi Sh, Grigoriev D, Wang ZM, Mazur YI,
Schafer P, Hanke M, Kohler R, Salamo GJ: Controlling planar and vertical
ordering in three-dimensional (In, Ga)As quantum dot lattices by GaAs
surface orientation. Phys Rev Lett 2006, 96:066108.
6. Zhang SK, Myint T, Wang WB, Das BB, Perez-Paz N, Lu H, Tamargo MC, Shen
A, Alfano RR: Optical study of strongly coupled CdSe quantum dots. J Vac Sci
Technol B 2010, 28: C3D17.
7. Wang L, Rastelli A, Kiravittaya S, Benyoucef M, Schmidt OG: Self-Assembled
Quantum Dot Molecules. Adv Mater 2009, 21:2601.
8. Yakimov AI, Mikhalyov GY, Dvurechenskii AV, Nikiforov AI: Hole states in
Ge/Si quantum-dot molecules produced by strain-driven self-assembly.
J Appl Phys 2007, 102:093714.
9. Persano A, Cola A, Taurino A, Catalano M, Lomascolo M, Convertino A,
Leo G, Cerri L, Vasanelli A, Vasanelli L: Electronic structure of double
stacked InAs/GaAs quantum dots: Experiment and theory. J Appl Phys
2007, 102:094314.
10. Park CY, Kim JM, Yu JS, Lee YT: Influence of dot size distribution and
interlayer thickness on the optical property of closely stacked InAs/GaAs
quantum dots with growth interruption. Semicond Sci Technol 2008,
23:085026.
11. Rainò G, Salhi A, Tasco V, Vittorio MD, Passaseo A, Cingolani R, Giorgi MD,
Luna E, Trampert A: Structural and optical properties of vertically stacked
triple InAs dot-in-well structure. J Appl Phys 2008, 103:096107.
12. Wang XY, Wang ZM, Liang BL, Salamo GJ, Shih CK: Controlling planar and
vertical ordering in three-dimensional (In, Ga)As quantum dot lattices by
GaAs surface orientation. Nano Lett 2006, 6:1847–1851.
13. Yuan FY, Jiang ZM, Lu F: Study of coupling effect in double-layer
quantum dots by admittance spectroscopy. Appl Phys Lett 2006,
89:072112.
14. Wang L, Rastelli A, Kiravittaya S, Atkinson P, Ding F, Bof Bufon CC,
Hermannstädter C, Witzany M, Beirne GJ, Michler P, Schmidt OG: Towards
deterministically controlled InGaAs/GaAs lateral quantum dot molecules.
New J Phys 2008, 10:045010.
15. Zhou XL, Chen YH, Liu JQ, Jia CH, Zhou GY, Ye XL, Xu B, Wang ZG:
Temperature dependent photoluminescence of an In(Ga)As/GaAs
quantum dot system with different areal density. J Phys D: Appl Phys
2010, 43:295401.
16. Kazimierczuk T, Golnik A, Wojnar P, Gaj JA, Kossacki P: Clustering in a
self-assembled CdTe/ZnTe quantum dot plane revealed by inter-dot
coupling. Phys Status Solidi B 2010, 247:1409–1412.
17. Steiner D, Aharoni A, Banin U, Millo O: Level Structure of InAs Quantum
Dots in Two-Dimensional Assemblies. Nano Lett 2006, 6:2201–2205.
18. Ou YC, Wu JJ, Fang J, Jian WB: Probing Capacitive Coupling and Collective
Transport in PbSe Quantum-Dot Arrays Using Scanning Tunneling
Spectroscopy. J Phys Chem C 2009, 113:7887–7891.
19. Ou YC, Cheng SF, Jian WB: Size dependence in tunneling spectra of PbSe
quantum-dot arrays. Nanotechnology 2009, 20:285401.
20. Xue F, Qin J, Cui J, Fan YL, Jiang ZM, Yang XJ: Studying the lateral
composition in Ge quantum dots on Si(001) by conductive atomic force
microscopy. Surf Sci 2005, 592:65.
21. Mlakar T, Biasiol G, Heun S, Sorba L, Vijaykumar T, Kulkarni GU, Spreafico V,
Prato S: Conductive atomic force microscopy of InAs/GaAs quantum
rings. Appl Phys Lett 2008, 92:192105.22. Zhang SL, Xue F, Wu R, Cui J, Jiang ZM, Yang XJ: Conductive atomic force
microscopy studies on the transformation of GeSi quantum dots to
quantum rings. Nanotechnology 2009, 20:135703.
23. Tanaka I, Tada Y, Nakatani S, Uno K, Azuma M, Umemura K, Kamiya I,
Sakaki H: Resonant tunneling of electrons through single self-assembled
InAs quantum dot at room temperature studied with conductive AFM
tip. Phys Stat Sol C 2008, 5:2938.
24. Li C, Bando Y, Golberg D: Current imaging and electromigration-induced
splitting of GaN nanowires as revealed by conductive atomic force
microscopy. ACS Nano 2010, 4:2422.
25. Yakimov AI, Mikhalyov G, Dvurechenskii AV: Molecular ground hole state
of vertically coupled GeSi/Si self-assembled quantum dots.
Nanotechnology 2008, 19:055202.
26. Tanaka I, Kamiya I, Sakaki H, Qureshi N, Allen SJ Jr, Petroff PM: Imaging and
probing electronic properties of self-assembled InAs quantum dots by atomic
force microscopy with conductive tip. Appl Phys Lett 1999, 74:844–846.
27. Wu R, Zhang SL, Lin JH, Jiang ZM, Yang XJ: Bias-dependent conductive
characteristics of individual GeSi quantum dots studied by conductive
atomic force microscopy. Nanotechnology 2011, 22:095708.
doi:10.1186/1556-276X-7-278
Cite this article as: Zhang et al.: Increased conductance of individual
self-assembled GeSi quantum dots by inter-dot coupling studied by
conductive atomic force microscopy. Nanoscale Research Letters 2012
7:278.Submit your manuscript to a 
journal and beneﬁ t from:
7 Convenient online submission
7 Rigorous peer review
7 Immediate publication on acceptance
7 Open access: articles freely available online
7 High visibility within the ﬁ eld
7 Retaining the copyright to your article
    Submit your next manuscript at 7 springeropen.com
